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Special Provision for Traffic Barrier Terminals

September 27, 2002

This special provision was developed by the Bureau of Design and
Environment to meet the requirements of the National Cooperative Highway
Research Program (NCHRP) Report 350.  It should be inserted into all
contracts involving traffic barrier terminals, Type 6 or 6B.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the January 17, 2003 and subsequent lettings.  The
Project Development and Implementation Section will include the paper copy
in the contract.

This special provision will available on the transfer directory September 27,
2002.
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TRAFFIC BARRIER TERMINALS (BDE)

Effective:  January 1, 2003

Revise Article 631.05 of the Standard Specifications to read:

“631.05 Traffic Barrier Terminal, Type 5 and Type 5A.  The face of the guardrail shall be
installed flush with the face of the bridge rail or parapet.”

Revise Article 631.06 of the Standard Specifications to read:

“631.06 Traffic Barrier Terminal, Type 6.  When attaching the end shoe to concrete
constructed with forms and with a thickness of 300 mm (12 in.) or less, the holes may be
formed, core drilled or an approved 20 mm (3/4 in.) cast-in-place insert may be used.

When attaching the end shoe to concrete constructed with forms and with a thickness
greater than 300 mm (12 in.), an approved M20 (3/4 in.) bolt with an approved expansion device
may be used in lieu of formed or core drilled holes.

When attaching the end shoe to concrete constructed by slipforming, the holes shall be core
drilled.

The tapered, parapet, wood block out shall be used on all appurtenances with a sloped face.

When no bridge approach curb is present, Type B concrete curb shall be constructed as
shown on the plans according to Section 606.”

Revise Article 631.07 of the Standard Specifications to read:

“631.07 Traffic Barrier Terminal, Type 6B.  Attachment of the end shoe to concrete shall
be according to Article 631.06 except the tapered, parapet, wood block out will not be required.”

Delete the third and fourth paragraphs of Article 631.11 of the Standard Specifications.

Add the following paragraph to the end of Article 631.11 of the Standard Specifications:

“Construction of the Type B concrete curb for TRAFFIC BARRIER TERMINAL, TYPE 6 will
be paid for according to Article 606.14.”
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